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Diodes

■ Features
● Extrmely High Switching Speed

● Low-Forward Voltage and Low Reverse Current

● High Reliability

● Schottky Barrier Diodes Encapsulated in a SOD523 Package

SOD-523

Unit: mm

0.77max

0.6+0.1
-0.1

0
.
3

+
0
.
0
5

-
0
.
0
5

0
.
8

+
0
.
0
5

-
0
.
0
5

1.2+0.1
-0.1

1.6+0.1
-0.1

0
.
1

+
0
.
0
5

-
0
.
0
2

0
.
0
7
m
a
x

+ -

■ Absolute Maximum Ratings Ta = 25℃

Parameter Symbol Rating Unit

 Peak  Reverse voltage VRM 100 V

 Average  Rectified Output Current Io 200 mA

 Junction Temperature TJ 125

 Storage temperature range Tstg  -40 to 150
℃

■ Electrical Characteristics Ta = 25℃

Parameter Symbol Test Conditions Min Typ Max Unit

 Reverse breakdown voltage VR  IR= 100 uA 100

 Forward voltage VF1  IF= 200 mA 0.92

 Reverse voltage leakage current IR1  VR=100 V 20  uA

V

■ Marking

NO. RB751S-100

Marking

1
2

PIN 1. CATHODE
2. ANODE

RB751S-100(KB751S-100)
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Schottky  Diodes


