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SCHOTTKY DIODE

SD106WS

Features

Low turn-on voltage

Fast switching

Microminiature plastic package

There devices are protected by a PN junction

guard ring against excessive voltage, such as electrostatic discharge.

ldeal for protection of MOS devices, steering,

blasing,and couplong diodes for fast switching and low logic level applocations.

Absolute Maximum Ratings Ta = 25

Parameter Symbol Value Unit

Continuous Reverse Voltage VR 30 Volts

Forward Current IF 200 mA

Forward Surge Current, tp = 10 ms IFSM 1.0 A

Power Dissipation Tc = 25 Ptot 250(Note 1) mW

Thermal Resistance Junction to Ambient Air RèJA 500 /W

Junction Temperature TJ 150

Storage Temperature Range TS -65 to +150

Note:

1. Valid provided that electrodes are kept at ambient temperature

E lec trica l C harac teris tics T a = 25

S ym bol M in Typ M ax U nit

B V R 30 V olts

IR 5.0 A

at IF = 2.1 m A 260

at IF = 15 m A 320

at IF = 100 m A 420

at IF = 200 m A 490 550

C haracteris tic

R everse B reakdown V oltage at IR = 100 A

Leakage C urrent a t V R = 30 V

Junction C apac itance at V R = 10 V , f = 1.0 M H z

m V

C tot 15 pF

V FForward V oltage
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